
 

 

 

 

 

 

 

Charging Instructions 

 

In the trunk of each SPARK vehicle you will find two charging cables. One for standard Schuko socket 

and one for TYPE 2 charging station. To charge on a charging station in the Eldrive public network (free 

for SPARK users), follow the steps below. 

 

For charging station TYPE 2: 
 

1. Take out the charging cable TYPE 2 and connect it to the charging plug (it is located where 

usualy the tank inlet is). 

 

2. Bring the attached to the car keys Eldrive RFID card close to the symbol on the charging 

station.  

 

3. After the Eldrive RFID card has been recognized by the charging station, put your cable into 

the relevant plug of the charging station. 

 

4. To stop charging bring back the Eldrive RFID card to the symbol on the charging station.  

 

5. After the charging station has stopped, please put the cable back into the trunk.  

         

For fast charging stations (CCS):  

 

1. Bring the attached to the car keys Eldrive RFID card close to the symbol on the charging 

station.  

 

2. After the Eldrive RFID card has been recognized by the charging station, take the attached to 

the charging station CCS cable and put it into the charging plug (it is located where usualy the 

tank inlet is). 

 

3. To stop charging bring back the Eldrive RFID card to the symbol on the charging station.  

 

4. After the charging station has stopped, please put the CCS cable back into the station plug.   

         


